SAUNA RO/OV 


IP54 Luminaire for Hot Environment 


SeS CER 


SAUNA RO 1E27 N21 GST OP SAUNA OV 1E27 N22 GST 
Type: Surface-mounted fluorescent luminaire with rounded profile. 
Specification: Glass IP54 diffuser fixed with two screws. GST version with chrome plated steel grid. 


White body made of high temperature resistant bakelite. Aluminium reflector. 
Luminaire is packed 5 pcs/box. 


Installation: Designed to be fixed onto ceiling or walls of any type, including flammable surfaces. 
Application: Indoor. Ideal for use in hot industrial areas and saunas. 

Descrip- Lamp (W) and eau Total 

tion holder IP level dimensions Weight, kg wattage, W 
(LxWxH), mm ge, 

Sauna RO 1E27 N21 OP Round max.40W (E27) IP54 @245x105 0,95 7 
Sauna RO 1E27 N21 GST OP Round max.40W (E27) IP54 Ø245x105 0,95 = 
Sauna OV 1E27 N22 GST Oval max.40W (E27) IP54 135x195x115 0,85 - 
Options available on request: 
RO- Round bakelite body 
oOV- Oval bakelite body 
OP- Frosted glass diffuser 


CLR- Clear glass diffuser 
GST- Chrome plated steel grid 
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